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JP RECOIL ELIMINATOR INSTALLATION

JPTRE-324, JPTRE-324S and JPTRE-5.58S (5/8 x 24 tpi)

Parts Included: CAUTION:  REMOVE MAGAZINE AND VISUALLY CHECK
 Recoil eliminator CHAMBER TO MAKE SURE THAT FIREARM
- Crush washer IS UNLOADED.

IMPORTANT: THE EXIT HOLE ON THIS BRAKE MAY BE .281” OR .350”. OUR STANDARD .281” FINAL EXIT
HOLE WILL ACCOMODATE BORE DIAMETERS UP TO 6MM (.243"). IF YOUR RIFLE IS OF A LARGER CALIBER,
THE EXIT HOLE MUST BE ENLARGED TO ACCOMMODATE IT. THE FINAL EXIT HOLE MUST BE .040" MINIMUM
OVER BORE DIAMETER. For example, if you are installing this brake on a 7.62/.308 rifle, you should bore the final
exit hole to .350 minimum. It is essential to measure the exit hole and verify that it will accomodate the bore diameter
of your rifle. Failure to due so will cause damage to the brake and possible secondary projectile material directed off to
the sides of the muzzle. CHECK YOUR EXIT HOLE!

ON 5/8 x 24 PRE-THREADED BARRELS (such as AR-10, BAR-10, LR300, SR25), this brake can be installed by simply
removing the existing flash suppressor and installing the supplied crush washer and muzzle brake. Degrease the
threads on the barrel and on the inside of the brake prior to installation. Apply Loctite 242 (blue) to the threads for the
final installation.

CUSTOM THREADED BARRELS: Cut about .625 of threads. Best efficiency is achieved by allowing the muzzle to be
recessed in the barrel nut about a quarter of an inch. This has the effect of forming a “cup” which directs the expanding
gas forward into the baffles. If you are installing the brake on a gun which you are having threaded, have the gunsmith
fit the brake to the barrel by removing material from the back of the barrel nut on the brake or the shoulder of the barrel
so the brake just tightens up in the level position, thereby eliminating the need for a jam nut or crush washer, resulting
in the most cosmetically appealing installation.

After installation, it is imperative that alignment of exit hole and bore be checked visually and with a cleaning rod inserted
through brake and barrel to confirm that bullets will not impact the brake. Not all bores are centered in the barrel and
not all threaded ends are concentric with the bore.

CAUTION: Muzzle brakes by their very nature redirect high pressure gasses and can blow dirt or other materials
present in the shooting area back towards the shooters or bystanders, especially at indoor ranges with enclosed
shooting booths.

ALWAYS WEAR EYE AND EAR PROTECTION WHEN SHOOTING OR OBSERVING.
NOTE: This device is considered a “COMPENSATOR" by BATF, not a “flash suppressor” and is not designed or intended

to be a “flash suppressor.”

THANKS FOR YOUR BUSINESS!
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JP RECOIL ELIMINATOR INSTALLATION PATENTED
JPTRE-4S Compact tactical muzzle brake (5/8x28 TPI post-ban legal)
and JPTRE-412 and JPTRE-412S (1/2x28 TPI, .875 OD at threaded end)

CAUTION: REMOVE MAGAZINE AND VISUALLY CHECK CHAMBER TO MAKE SURE
THAT FIREARM IS UNLOADED.

ON JP Supermatch pre-threaded barrels: This brake is designed to fit our 5/8x28 TPI .875 OD barrels perfectly. It may need to
be timed up to the barrel for gap free level installation. This can be done by removing the appropriate amount of material from the back of
the brake until level position is achieved. The rear surface of the brake may be milled, lathe turned or simply fitted on a belt sander if held
in a square fashion.

When purchased retail, the finish of the brake is left “as machined” to allow for final finishing to match the barrell at time of installation.

CUSTOM THREADED BARRELS: Cut about .625 of threads. Best efficiency is achieved by allowing the muzzle to be recessed in
the barrel nut about a quarter of an inch. This has the effect of forming a “cup” which directs the expanding gas forward into the baffles. If
you are installing the brake on a gun that you are having threaded, have the gunsmith fit the brake to the barrel by removing material from
the back of the barrel nut on the brake so the brake just tightens up in the level position, thereby eliminating the need for a jam nut or peal
washer, resulting in the most cosmetically appealing installation. If your barrel is significantly larger than .875 OD (the usual dimension is
.920) , you would turn the barrel to .875 to match the brake at the time of installation.

After installation, it is imperative that alignment of exit hole and bore be checked visually and with a cleaning rod inserted through brake and
barrel to confirm that bullets will not impact the brake. Not all bores are centered in the barrel and not all
threaded ends are concentric with the bore. However, the exit hole on this brake is sufficiently oversize to
accommodate most tolerance stack ups within reason without sacrificing any performance.

Right or left hand biasing: The Tactical comps are shipped in the “neutral” configuration. However, by
drilling a port on the right or left hand side of the flat area just ahead of the muzzle, the comp can be given a
thrust bias into the support hand which makes the overall impulse of the rifle more linear for off hand, kneeling or any position shooting other
than prone off bi-pod. For example, if you are right handed, drill a 3/16” hole on the right side in the flat area just ahead of the muzzle,
behind the first expansion chamber.

IMPORTANT: THE EXIT HOLE ON THIS BRAKE IS .280 AND WILL ACCOMMODATE BORES UP TO .244 (6MM). IF
YOUR RIFLE IS OF A LARGER CALIBER, THE EXIT HOLE MUST BE ENLARGED TO ACCOMMODATE IT. THE
FINAL EXIT HOLE MUST BE .040 MINIMUM OVER BORE DIAMETER. IF YOU HAVE ORDERED THE DUAL
CHAMBER VERSION, THE INTERMEDIATE EXIT HOLE IS .470 AND SHOULD NOT HAVE TO BE ALTERED. THE
MAX CALIBER THAT THE 1/2 X 28 VERSION SHOULD BE USED FOR IS .358.

CAUTION: Muzzle brakes by their very nature redirect high pressure gasses and can blow dirt or
other materials present in the shooting area back towards the shooters or bystanders, especially
at indoor ranges with enclosed shooting booths.

ALWAYS WEAR EYE AND EAR PROTECTION WHEN SHOOTING OR OBSERVING.

NOTE: This device is considered a “COMPENSATOR" by BATF, not a “flash suppressor” and is not designed or intended
to be a “flash suppressor.”

THANKS FOR YOUR BUSINESS!
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